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Please read this manual carefully before using your 

Alexapure BreezeTM air purifier.

Alexapure BreezeTM is an air filtration system which 

uses IonCluster technology to remove airborne 

bacteria, viruses, odors and dust, to ensure the best 

air quality in your home.

1. 

2.

3.

4.

The pre-filter, which is treated with an anti-microbial 

coating, catches larger air particles such as hair, dust 

and more. 

The multi-functional carbon filter effectively removes 

formaldehyde, odors, and other volatile organic 

compounds (VOCs).

The True HEPA filter removes particles less than 

0.3 microns, resulting in a filtration rate that reaches 

up to 99.97% removal of airborne contaminants.

The IonCluster® technology reduces suspended harmful 

microbes like bacteria, viruses and mold, thus providing 

the best indoor air quality.
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Air quality Indicator

Air quality sensor outlet

Air quality sensor

Air quality sensor inlet & Reset Button

Handle

Air outlet

Air inlet

Cord storage facility

Power cord

Control panel

Power on/off indicator

AUTO mode indicator

SILENT mode indicator

Fan speed indicator (1, 2, 3 and boost power)

Filter changing indicator

Timer indicator (2, 4, 6, 12 hours)

Power on/off button

Mode selection button

Light sensor (for night mode)

Timer on/off button

Filter 1: HEPA filter

Filter 2: Activated Carbon filter

Filter 3: pre-filter

Front panel

Read this user manual carefully before you use the Alexapure Breeze and 

save it for future reference.

Danger

•

  •

To avoid electric shock and/or a fire hazard -

Do not let water, any other liquid or flammable detergent

come in contact with the appliance.

To avoid electric shock and/or a fire hazard -

Do not clean the appliance with water, any other liquid or

a (Flammable) detergent.

Important

General description (Fig. 1)





Do not use the appliance in a room with major temperature changes, as this 

may cause condensation inside the appliance.

The appliance is only intended for household use under normal operating 

conditions.

Do not use the appliance in wet surroundings or in surroundings with high 

ambient temperatures, such as the bathroom or kitchen. 

The appliance does not remove carbon monoxide (CO) or radon (Rn). It cannot 

be used as a safety device in case of accidents with combustion processes 

and hazardous chemicals.

This device is not intended to treat or cure medical conditions, ailments 

or illnesses.

The Alexapure Breeze complies with all standards regarding electromagnetic 

fields (EMF).

All of the lights will blink twice and you will hear a beep.

Then the lights will turn off.

 •

 •

 •

 •

 •

Electromagnetic fields (EMF)

The Power-on light, the AUTO light, and the fan speed lights all tum on.

The air quality light shows the quality of the air.
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Using the appliance

Plug in the unit.

Press the on/off button to switch on the appliance.



Air quality indication

Fan speed lights/filter replacement lights

Note: The air quality light automatically goes on when the appliance is 

switched on.

Note: When the humidity level in a room is very high, it is possible for

condensation to develop on the air quality sensor. As a result the air quality 

light may indicate that the air quality is bad even though it is good. In this 

case, the auto mode causes the appliance to run at high fan speed. You can 

solve this by cleaning the air quality sensor. If condensation develops 

frequently during periods of high humidity, we advise you to use one of the 

manual speed settings.

The appliance automatically starts operating in the AUTO mode.

To switch off the appliance, press the on/off button again and unplug the 

appliance.

The lights on the left-hand side of the control panel have a dual function: they 

either indicate the fan speed or they indicate that the filters should be replaced or 

cleaned.

When lights 1 to 2 light up continuously, they indicate the current fan speed.

When light 1 flashes, you will need to clean the pre-filter. When light 2 flashes, you 

have to replace the filter.

When light 2 and the REPLACE FILTER light are flashing continuously, a filter must 

be replaced, and the appliance is locked (see chapter 'Filter replacement lock' for 

more information).

 •

 •

 •

 •
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Color Air quality

Blue

Purple

Deep purple

Red

very good

good

fair

bad









Body of the appliance

Pre-filter

Regularly clean the inside and outside of the body to prevent dust from collecting.

The pre-filter is washable.

Clean the pre-filter when the first filter replacement light flashes to ensure best 

performance.

Place your fingers in the recesses of the side panels and gently pull the top 

part of the front panel towards you. Then lift the hook at the bottom of the 

panel out of the bottom of the appliance. 

To remove the pre-filter, grab the two tabs and pull the filter towards you.

Wash the pre-filter under running water. If the pre-filter is very dirty, use a 

soft brush to brush away the dust.

Tip: Alternatively, you can clean the pre-filter by removing the dust with a 

vacuum cleaner.

Air-dry the pre-filter.

Note: Make sure that the pre-filter is completely dry. If it is still wet, bacteria 

growth is more likely and may shorten the lifetime of the pre-filter.

Wipe away dust with a soft dry cloth from the body of the appliance.

Clean the air inlet and the air outlet with a soft dry cloth.
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Clean the air quality sensor, the dust inlet and the dust outlet with a lightly 

moistened cotton swab.

Dry them with a dry cotton swab.

Reattach the air quality sensor cover.

Filter maintenance

Filter replacement lights

This appliance is equipped with an auto-lock feature to ensure that the filters are in 

optimal condition when the appliance is operating.

When one of the filters becomes almost full and has to be cleaned or replaced, the 

appropriate filter replacement light starts to flash. 

When you do not replace the filter; the appliance stops operating and becomes 

locked.

When the appliance is locked, the filter replacement light remains on continuously for 

the filter in need of replacement.

Note: Only replace a filter when the filter replacement light flashes. If you 

replace the filter before the filter replacement light starts flashing, the lifetime 

counter will not be reset but will continue counting the lifetime of the previous 

filter. As a result, the filter replacement light will start flashing much too soon.

When filter replacement light 1 flashes: filter 3 (the pre-filter) has to be 

cleaned. See chapter 'Cleaning' for further instructions.

This appliance is equipped with an auto-lock feature to ensure that the filters are in 

optimal condition when the appliance is operating.

•

When filter replacement light 2 flashes and replace filter indicator lights: 

Filter 2 (Activated Carbon filter) and Filter 1(HEPA filter) have to be 

replaced.

•
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